Declaration For The Hardware Procured & Installed For NSDL Project


FORM B

Company Name

:  ___________________________________________________________

DP / SR
 

:  _____ 


NSE Member 

:  (Y / N)

	Components
	
	
	Mark as ‘Yes’ or ‘No’
	If ‘No’ then Specify the details

	Server Installation
	Brand 
	Empanelled Brand
	Make  -
	

	
	Processor
	Intel PII/ P-III/Xeon
	Model -
	

	
	Speed
	400 Mhz Or Above
	Speed -
	

	
	Memory
	128 MB ECC or S'DRAM
	
	

	
	Cache
	256 KB / 512 KB 
	
	

	
	Architecture 
	PCI with 5 I/O slots. 
	
	

	
	Storage  Device

(For O.S.)
	1X9GB SCSI-II Non Hot-Swap HDD
	
	

	
	Storage  Device

(For Database)
	2X9GB / 3X9GB SCSI-II Hot Swappable HDDs 
	
	

	
	Storage Bays
	3 Hot-Swap Bays For HDDs
	
	

	
	Fault Tolerance
	RAID –1 / RAID -5
	RAID Level-
	

	
	RAID Controller Card
	PCI Based SCSI RAID Controller Supporting  RAID-1  To  RAID-5 Implementation of HDDs
	Model Of Controller -
	

	
	Backup Device
	4mm, 12/24 GB DAT Drive, 
	
	

	
	Backup Device 
	Tested Backup / Restore With 4mm  150m DAT Cartridges
	
	

	
	Make
	HP / Exabyte / Sony
	
	

	
	Ethernet Card
	PCI Ethernet Card
	
	

	
	CD ROM
	SCSI / IDE 
	Speed -
	

	
	Mouse
	PS 2 (On PS 2 Port)
	
	

	
	Keyboard
	104 Keys Standard.
	
	

	
	Monitor
	SVGA Colour Monitor
	
	

	
	VGA Card
	PCI / AGP Based
	
	

	
	
	
	
	

	Server Details
	Emergency Repair Disk Created on
	Date - 
	

	
	RAID Configuration Backup on Floppy
	Date -
	

	
	
	
	
	

	Server Software
	Operating System
	Windows’ NT Server Ver 4.0
	
	

	
	
	Configured NT In PDC.
	
	

	
	Registration
	Is the Software Registered
	
	

	
	Anti Virus
	Server Based Anti Virus
	Make & Ver.
	

	
	
	
	
	

	Client For Server
	Brand 
	Empanelled Brand
	Make  -
	

	
	Processor
	Intel Pentium / Celeron
	Model -
	

	
	Speed
	333 Mhz or Above
	Speed -
	

	
	Memory
	64  MB EDO or S'DRAM
	
	

	
	Cache
	256 KB
	
	

	
	Architecture
	PCI with 3 I/O Slots
	
	

	
	Storage  Device
	4.3 GB IDE
	
	

	
	Controller
	PCI – IDE
	
	

	
	Ethernet Card
	PCI Ethernet Card
	
	

	
	Mouse
	PS 2 (On PS 2 Port)
	
	

	
	Keyboard
	104 Keys Standard.
	
	

	
	Monitor
	SVGA Colour Monitor
	
	

	
	VGA Card
	PCI, With 1 MB VRAM
	
	

	
	
	
	
	

	Client Software
	Operating System
	Windows’ 95 / 98  for client
	
	

	
	Registration
	Is the Software Preloaded
	
	

	
	Anti Virus
	Client Based Anti Virus
	Make & Ver.
	

	*
	No. Of Client PCs Installed (With Above Configuration Only)
	Qty -



	Components
	
	
	Mark as ‘Yes’  or ‘No’
	If ‘No’ than Specify the details

	Printer
	Laser Jet/ Desk Jet
	HP Make
	Model -
	

	
	
	
	Model -
	

	
	
	
	
	

	Scanner For Depository Participants (DP & CC) Only 
	Hand Held

     Or

Flat Bed
	Empanelled Brand
	Model -
	

	Network Equip. 
	Router
	Empanelled Brand
	------------
	

	
	Router Make
	Cisco / Motorola 
	Make -
	

	
	Router Model
	
	Model -
	

	For VSAT Users.
	Cable ( To IDU)
	V.24 Cable For Cisco / V.24 Cable For Motorola
	
	

	For Leased Line Users.
	Cable ( To DTU)
	V. 35 Custom Made
	
	

	Router IOS Ver.
	IOS For CISCO 

IOS For Motorola
	Ver 12.0 Or Above With IP Feature Set Only

Ver 5.1_LAN_V300 Or Above
	Ver -

Ver -
	

	Backup for above
	“Sync/ Async” Modem
	Empanelled Brand


	Make-

Model -
	

	
	Additional Modem
	(Optionally procured )
	Make & Model -
	

	Telephone Line With STD  
	Connected To "Sync / Async" Modem
	Tel No. - 
	

	
	
	
	
	

	UPS
	       Make & Model
 
	

	
	Capacity
	2 KVA
	
	

	
	Connected to
	Server 
	
	

	
	
	Clients
	
	

	
	
	Router
	
	

	
	
	Printer
	
	

	
	
	IDU
	
	

	
	
	Scanner 
	
	

	
	
	Modem
	
	

	
	
	
	
	

	Y2K Test Results
	For Server
	Server HardwareYear-2000 Ready
	
	

	 (Refer To Page 3)
	For Clients
	Clients Hardware Year-2000 Ready
	
	

	
	For Router
	Router Year-2000 Ready
	
	

	

	---------To Be Filled By NSDL Official Only----------

	Environment
	VSAT 
	VSAT ID Number  - 
	
	

	
	
	
	
	

	
	Router 
	Configured & Tested
	
	

	
	
	Local X.25 Address
	
	

	
	
	Serial Port IP Address 
	
	

	
	
	Ethernet Port IP Addr.
	
	

	
	
	
	
	

	
	Server 
	NT server IP Address
	
	

	
	
	
	
	

	
	Central Site
	Host IP Address
	
	

	
	
	Central Site X25 Address
	
	

	
	
	Next Hop IP Address
	
	


Declaration Of The Year 2000 Readiness Of The NSDL  DP/SR/CC Setup

	 NSTL’s Test2000.EXE For Testing Hardware for Y2K readiness
	Results

(Passed /Failed)

	Execute the Test2000.EXE file after booting with MS-DOS floppy  & observe the details (The file can be downloaded from 

NSDL Remote Access Server)
	Server
	

	
	Client 1
	

	
	Client 2
	

	
	Client 3
	

	
	Client 4
	


	Year 2000 Readiness Upgrades Made
	Applied Date

	1. Windows NT SP4 Applied to Server
	On Server 
	

	2. Windows 95 Patch Applied to clients
	Client 1
	

	(The file can be downloaded from NSDL Remote Access Server)
	Client 2
	

	
	Client 3
	

	
	Client 4
	

	3. Internet Explorer Ver 4.01 
	Server &Client1
	

	4. LAN HUB/Switch 
	Make & Model
	


Note:

1. Please refer to the Year 2000 readiness document provided by NSDL to carry out the above test. 

2. Please take the printouts (Total 3 Pages) of the following after installation of the patches provided by NSDL.(To take the Print outs "Press 'ALT + Print Screen' & then 'Paste' it in 'Paint').

(i) Servr Related (2 Pages)

  
First Screen of ‘windows NT diagnostics’  which displays the Service Pack Version for NT.


First Screen Of ‘About Internet Explorer’ which displays the Version of the Internet Explorer.

(ii) Win 95 Client PC Related (1 Page)


First Screen Of ‘About Internet Explorer’ which displays the Version of the Internet Explorer.

Systems In charge Name: ________________________________ Signature: _________________ Date: 

Head Of DP/SR/CC Name:_______________________________ Signature: _________________ Date:
	FOR NSDL USE ONLY

	Certified for Software Installation                           Signature       :                                  Date   : 


* Please attach separate sheet for each client PC in case you have client PCs of different Brands/Models 








 Please affix your office seal here
Page 3 of 3


